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D 510

D 513

10.2
ABRASION

Micro-Deval model, according to Machine Directive and CE 
standards (safety- noise): Machine complete with sound-
proofi ng. Useful in the case of extended indoor use. 
The container (sheet steel lined with a sound-absorbing 
material) reduces the noise to below 75 dB. 
Safety microswitch for container blocking. 
Power: 220 V, 50 Hz, single phase. 
Dimensions: 1300 x 500 x 720 (h) mm. Weight: 180 kg. 

Used to determine the resistance to deep abrasion of  
natural stones and concrete products. Abrasion resistance is 
determined by measuring the length of the groove produced 
in the surface of the specimen by a disc rotating at constant 
speed and pressure. Supplied complete with aspirator 
for powders. Disc speed is controlled electronically with 
automatic stop after the set number of revolutions has been 
reached. Supplied with:
- 5 kg of white corundum
- Boulonnaise marble tile for calibration purposes
- 400 g lead weight
- special wrench for disc removal

Specifi cations:
- Disc: 70 mm thick
- Max. sample dimensions: 100 x 100 x 60 mm
- Power: 220 V, 50 Hz, single phase, kW 0.3
- Dimensions: 530 x 480 x 830 mm. Weight: 55 kg
- Packing dimensions: 600 x 550 x 750 (h) mm
- Total weight: 80 kg

D 508/2 MICRO-DEVAL

EN 1097/1, CNR 109, EN 13450, NF P18-572, NF P18-576
To determine the resistance to wear of aggregates contained 
in a rotating cylinder with abrasive charges. The mass of 
abrasive charges varies according to sample characteristics 
(4 - 6.3 mm, 6.3 - 10 mm, 10 - 14 mm). Four stainless steel 
cylinders (dia. 200 x 154 mm height) are rotated at a constant 
speed on two metallic roller bearers that are covered in an 
anti-wear material. Programmable revolution counter with 
automatic stop at the end of cycle. Supplied complete with 
20 kg of stainless steel spheres dia. 10 mm. 1 ph motor. 
Power: 220 V, 50 Hz, single phase, 750 W. 
Dimensions: 1500 x 500 x 650 (h) mm. Weight: 140 kg. 

D 510 MICRO-DEVAL

Accessories and spares:
D 508/A Abrasive charge: spheres 10 mm dia., 20 kg set
D 508/S Abrasive charge: stainless steel spheres 

10 mm dia., 20 kg set
D 508/T Abrasive charge: spheres 30 mm dia., 

kit of 10 pcs. (NF P18-576)
D 508/V Abrasive charge: spheres 18 mm dia.,  

kit of 50 pcs. (NF P18-576)
D 508/C Cylinder dia: 200 x 154 mm
D 508/G Cylinder dia: 200 x 400 mm (NF P18-572)

D 513
ABRASION TESTER FOR NATURAL 

     STONES AND CONCRETE PRODUCTS 
 EN 1340 - 1341 - 1342 - 1344 - 1338 - 1339

Accessoris and spare parts: 
D 513/1 Disc 200 mm dia. x 70 (h) mm 
D 513/2 White corundum  (5 kg)
D 513/3 Marble tile for calibration

D 508 MICRO-DEVAL

Same as D 508/2 but supplied without cylinders and 
abrasive charge. 

D 511 MICRO-DEVAL

Same as D 510 but supplied without cylinders and abrasive 
charge. 


