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 ASPHALT AND BITUMENS

B 554 THERMOSTATIC WATER BATH 
  (5.5 LITRE CAPACITY)

Thermostatic water bath twin wall of 18/08 stainless steel 
without seams. Insulation is provided by fi breglass. 
Steel cover. 
Temperature: from ambient to 120°C (accuracy ± 1.5°C). 
Capacity 5.5 litre. Inside tank diameter 240 x 150 (h) mm. 
Power: 230 V, 50/60 Hz, 1 ph, Watts 1000. 
Protection rating IP 43. 
Dimensions: diameter 305 x 260 (h) mm. 
Weight: 5 kg. 

B 096 AIR PERMEABILITY APPARATUS

Used for in-situ determination of air permeability of 
bituminous mixtures. The apparatus consists of a metal 
cylinder fi tted with a vacuum gauge with relevant valve and 
coupling for tube connection to the vacuum pump. The air 
permeability  apparatus  is  sealed  to  the  blanket surface 
with putty: a vacuum of 60 mm/Hg is created by means of 
the vacuum pump, then the valve is closed and the pump 
stopped. After 3 minutes it is possible to check how far the 
the internal pressure is increased: if the value is between 
60 and 40 mm/Hg,  the  air permeability can be considered 
as satisfactory.
Dimensions: diameter 190 x 500 mm. Weight: 5 kg. 

Accessories: 
V 899 VACUUM PUMP (66.6 litres/minute)

Small-sized, it is particularly suitable for laboratory use. 
Manometer with vacuum indication.
Max. vacuum 1 Torr.
Electric motor: 220 V, 50 Hz, single phase. Kw 0.30
Dimensions: 350 x 450 x 280 mm. Weight: approx. 13 kg. 

V 791/T RUBBER TUBING: 2 m, dia. 6-9 mm

B 705 TEST APPARATUS FOR “RESIDUE OF    
  SPECIFIED PENETRATION”

This apparatus (complying with ASTM D 243) consists of 
a tripod with support rod and pliers, a bunsen burner and 
wire gauze, an air bath with specimen container and a glass 
ASTM 11 C thermometer (range -6° +400°C). 
In  practice,  the  test  consists  in  the  evaporation  of  the 
asphalt’s volatile components until a specifi c penetration 
value is reached.
Dimensions: 300 x 300 x 1000 (h) mm. Weight: 3 kg. 

Spare parts: 
B 705/2 Air bath
B 526/1 Glass thermometer
B 531/G Sample container ø 70 x 45 mm


