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11.1
GENERAL EQUIPMENT

0.00 to 14.00 pH range. 0.01 ph resolution. 

Simple version; cheaper than D 842. 
It measures the pH, the temperature and the redox 
potential (ORP) in mV. 
Calibration on one, two or three points. 
Large LCD display.
The Max, Min and Avg function calculate the maximum, 
minimum or average values. Other functions include: the 
relative measurement REL, the Auto-HOLD function, and 
the automatic turning off that can also be disabled. 
Operating temperature: -5…50°C
Warehouse temperature: -25…65°C
Relative humidity: 0…90% RH without condensation
Protection degree: IP67

Power: 1.5V type AA batteries (3 pcs)
Measurement of pH: -2.000…+19.999pH
Resolution 0.01
Accuracy ±0.01pH ±1 digit
Measurement of mV: -1999.9…+1.999.9mV
Resolution: 0.1 mV
Accuracy: ±0.1 mV
Measurement of temperature: -200…+650° C
Resolution: 0.1° C
Accuracy: ±0.1° C ±1 digit
Dimensions: 140 x 88 x 38 mm
Weight: 160 g (complete with batteries)  

The carrying case contains: instrument, 2 buffer solutions, 
temperature probe (for immersion) and one electrode. 

D 842 MICROPROCESSOR 
 MULTIUSE pH METER

It measures the pH, the temperature and the redox 
potential (ORP) in mV. Large LCD display. 
Calibration on one, two or three points (13 buffers). 
The Max, Min and Avg function calculate the maximum, 
minimum or average values. Other functions include: the 
relative measurement REL, the Auto-HOLD function, and the 
automatic turning off function that can also be disabled. 
Operating temperature: -5…50°C
Warehouse temperature: -25…65°C
Relative humidity: 0…90% RH without condensation
Protection degree: IP67

Power: 1.5V type AA batteries (4 pcs)
Measurement of pH: 0 ÷ 14
Resolution 0.01 or 0.001pH selectable from menu
Accuracy ±0.001pH ±1 digit
Measurement of mV: -1999.9…+1.999.9mV
Resolution: 0.1 mV
Accuracy: ±0.1 mV
Measurement of temperature: -200…+650° C
Resolution: 0.1° C
Accuracy: ±0.1° C ±1 digit
Dimensions: 185 x 90 x 40 mm
Weight: 470 g (complete with batteries)

The carrying case contains: instrument, 2 buffer solutions, 
temperature probe (for immersion) and one electrode. 

D 844 POCKET pH METER

D 843 ELECTRONIC pH METER


