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TS 703

TS 703/1

TS 706

This is a portable instrument which can be used in both the 
laboratory or in situ to ascertain the rock strength index of 
samples of rock or core with diameters up to 102 mm.
The values required for the calculation of the rock strength 
index are failure load and distance between the conical 
points.
- Hydraulic loading ram with manual pump
- Capacity: 60 kN
- Scale: 0-6000 daN (resolution 1 daN - 6000 divisions)
- Measurement: microprocessor-based digital gauge 
  (linearity-hysteresis ≤ ± 0.20 F.S.), battery-run using
  lithium battery 3.6V - 2/3 AA type
- Peak value memorized
- Pair of conical points
- Polycarbonate safety guard
Instrument dimensions: 240 x 280 x 660 (h) mm
Pump dimensions: 500 x 150 x 230 (h) mm
Overall weight: 37 kg

Accessories and spares parts: 
 TS 706/7 Two testing plates, 40 mm dia. for compression 

tests on cylindrical specimens
 AD 010 Microprocessor based digital gauge

(battery run)
 TS 706/6 Set of two conical points

 

2.4
SOIL MECHANICS

 TS 703 TWO-PLATEN LAPPING MACHINE

Useful for the preparation of rock specimens, from lapping 
with abrasive paper to fi nal polishing. Water re-circulation 
system is provided with tap and splash-guard tank made of 
stainless steel. The gear reduction unit transmission makes 
this lapping machine particularly effective in the case of 
heavy-duty use. This unit can also be fi tted with special 
diamond disks.
Abrasive disks: 200 mm diameter (not supplied, to be 
ordered apart). 
Rotation speed: one platen at 300 rpm, one platen with 
variable speed from 0 - 300 rpm. 
Power supply: 220 V, 50 Hz, single phase. Power: 200 W
Dimensions: 720 x 500 x 300 (h) mm. Weight: 60 kg

 TS 703/1 SINGLE PLATEN LAPPING MACHINE

Fixed rotation speed: 300 rpm.
Power: 200 W
Dimensions: 370 x 500 x 300 (h) mm. Weight: 31 kg

 TS 703/2 SINGLE PLATEN LAPPING MACHINE

Variable rotation speed from 0 to 300 rpm
Power: 200 W
Dimensions: 370 x 500 x 300 (h) mm. Weight: 32 kg

 TS 703/D SET OF 25 ABRASIVE DISKS 200 mm DIA.
 

 TS 706 DIGITAL POINT LOAD 
APPARATUS
 ASTM D 5731


