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F 055/S

F 018/2 - F 018/1

F 052 - F 052/M

F 018

A manually operated machine for testing steel bars and 
drawn wire, of diameter 4 to 10 mm, also steel band and/or 
plating of maximum thickness 3 mm and maximum width 20 
mm. To avoid any negative effects arising from mechanical 
wear of material, the hardness number of the grips is about 
60 points HRC. 
The distance “h” between the upper generatrix of the radius 
supports and lower face of the control device can be altered, 
in accordance with standard requirements between 50 and 
100 mm. 
Bending count is effected by means of a mechanical strike 
counter which is reset to zero at the start of testing. 
An effective bar blocking system ensures perfect alignment 
of the bar with respect to the control grips and to the rotating 
axis of the mechanical arm, by which means of  the alternate 
bending tests are performed.
Dimensions: 600 x 200 x 500 mm. 
Weight: 50 kg. 

F 055/S TEST BAR TRACING MACHINE

The particular confi guration of the tracing peaks and the 
special system of blocking test bars allow to trace steel 
reinforcing bars with deformed surface (having bead ribs) 
used in concrete structures. In a single pitch, 30 tracing marks 
are effected and equidistant 20 mm from each other. Safety 
cover. The machine is completely automatic.
Max length of tracing: 500 mm.
Gripping capacity for round and fl at bars: 0 to 60 mm. 
Tracing pitches: 5 - 10 - 20 mm. 
Accuracy of tracing: ± 0.1%. 
Power: 220 V - 50 Hz - single phase - 500 W. 
Dimensions: 650 x 200 x 200 mm. 
Weight: 50 kg approx. 

F 055/SM MANUAL TEST BAR TRACING MACHINE

Same as F 055/S but manually operated. 
Weight 50 kg approx.

F 052 BENCH MODEL CUT-OFF MACHINE 

Motor : 0.8 hp. Speed: 38 rpm. 
Maximum cutting capacities: 70 mm for round bars,
60 square bars, 100x50 mm for fl at bars.
Blade diameter: 200 mm . 
Head inclinable up to 45 degrees for oblique cuts. 
Test-piece-securing grip: maximum opening 102 mm. 
Cooling circuit with pump and tank. 
Dimensions: 570 x 660 x 600 (h) mm. Weight 67 kg. 
Power supply:  380 V, 50 Hz, 3 phase, 600 W. 

F 052/A BENCH MODEL CUT-OFF MACHINE

Identical to the model F 052 but: 
230 V, 50 Hz, single-phase.

F 052/M STEEL PLATE TABLE FOR F 052

F 018 ALTERNATE BENDING 
TESTING MACHINE

F 018/1 Kit of 11 grips pairs
Radius: 1 - 1.25 - 1.75 - 2.5 - 3.75 - 5 

- 7.5 - 10 - 15 - 20 - 25
F 018/2 Kit of 7 hardened collets

Diameter: 2 - 2.5 - 3.5 - 4.5 - 7 - 9 - 11 mm
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