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BITUMENS

B 522 “PENSKY-MARTENS” FLASH POINT TESTER

For determining the fl ash point of oil products with a fl ash 
point above 50°C “in a closed cup”. 
Calibrated cup, lid with double-blade motorized stirrer (100 
rpm), shutter with double-fl ame lighting and release device, 
cast-iron air bath with stainless steel outer cover, gas or 
liquid gas lighting system of fl ame feed. 
Power supply: 220-240 V, 50 Hz, single phase, 550 W 
Dimensions: 220 x 220 x 400 (h) mm. 
Weight: 12 kg.

Accessories and spares: 
B 522/1 Motorized stirrer (100 rpm)
B 522/2 Motorized stirrer (250 rpm)
B 522/C Thermometer -5° to +110°C

(0.5°C divisions) ASTM 9 C
B 522/D Thermometer +90° to +370°C

(2°C divisions) ASTM 10 C

B 546 DUCTILOMETER

The ductility of bituminous materials is determined by 
measuring the elongation before failure of a sample 
subjected to tensile stress in pre-determined conditions of 
speed and temperature (50 mm/min.; 25° C). 
The apparatus is stainless steel made. 
Cooling coil, water circulating pump, thermostat (± 0.1°C), 
digital display, gear reduction unit for mould feed, manual 
tensile stress carriage. 
Suitable for testing 3 samples simultaneously. 
Electric motor: 0.25 hp. 
Graduated scale. 
Standard carriage stroke: 1500 mm . 
Supplied without accessories (either moulds or mould plates 
must be ordered separately). 
Power: 220 V, 50 Hz, single phase, 850 W. 
Dimensions: 2000 x 300 x 400 (h) mm. 
Weight: 60 kg. 

B 546/F REFRIGERATED DUCTILOMETER

Accessories: 
B 547/A Ductility briquette mould, (brass made)

(ASTM - AASHTO)
B 547/C Ductility briquette mould, (brass made)

(EN - CNR)
B 547/B Duralumin mould plate

Identical to the previous model but with refrigerator unit and 
thermostat for temperatures from 1 to 25°C, 1300 W.

 ASTM D 93  AASHTO T 73  EN 22719

 EN 13398  ASTM D 113  AASHTO T 51


