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AT 272

AT 272

AT 273

Latest generation instrument, evolved from the PUNDIT.
Micro-processor based, graphic display, integrated RS 232 
interface and software for transferring data to a PC (MS 
Excel installed). 
Complete with standard accessories (same as the AT 272).
 
TRANSDUCERS for AT 272 - AT 273 (sets of 2 pcs):
AT 271/A 24kHz, dia. 50 x 99 mm long.
AT 271/B 37kHz, dia. 50 x 50 mm long.
AT 271/C 54 kHz, dia. 50 x 38 mm long.
AT 271/D 82 kHz, dia. 33 x 34 mm long.
AT 271/E 150 kHz, dia. 25 x 34 mm long.
AT 271/G 200 kHz, dia. 20 x 34 mm long.
AT 271/H 500 kHz, dia. 6 x 45 mm long.

(for round surfaces)
AT 271/L Transducer leads, (2 pcs) 30 m long.
AT 271/M Transducer leads, (2 pcs) 15 m long.

AT 272 PUNDIT - ULTRASONIC TESTER

For quality assessment of precast or in-situ concrete. 
The Pundit may be mains or battery (internal) operated and 
produces low frequency pulses and measures the time taken 
for such pulses to pass through the concrete between two 
transducers placed on the surface of the concrete. 
This time, which depends upon the density and elastic 
properties of the concrete, is displayed on a digital display 
panel. 
The characteristics that can be assessed using the Pundit 
are the homogeneity of the concrete, the presence of voids, 
cracks or other imperfections, deterioration caused by age, 
fi re, frost or chemical agents, the quality of the concrete 
(normally strength) with respect to the Standards, and the 
elastic modulus. 
For most concrete testing the pair of 54 kHz transducers 
supplied as standard are used.
However, other transducers are available as accessories and 
should be ordered separately if required. 
The Pundit is also supplied complete with two 3.7 m 
transducer leads, calibration bar, a jar of coupling agent, 
carrying case and instructions. 
Time measurement: 0.1 to 999.9 ms and 1 to 9999 ms.
Power supply: battery mains Ni-Cd rechargeable. 
At least 10 hours autonomy. 
It has an RS 232 interface as standard fitting and 
is supplied complete with relevant software for PC 
connection. 
Power supply: 110/240 V, 50-60 Hz, single phase.
Dimensions: 186 x 130 x 186 (h) mm. 
Weight: 3 kg.

AT 273 PUNDIT PLUS - ULTRASONIC TESTER

16.3
 NON-DESTRUCTIVE TESTS

 EN 12504-4  BS 1881:203 ASTM C 597


